
ELECTRIC  
WATER PUMP

for EV Cooling and Heating system 
3 Phase Brushless Motor 
Centrifugal Pump  
Soft Start     
Single Speed / Variable Speed    
Water Proof Level: IP67

Specifications

WEV 6 Series for EV (27mm) Model # WEV-163007 WEV-263510

Voltage DC 12 V DC 24 V

Voltage Range DC 10V~16V DC 14V~30V

Withstanding Voltage* 20V 36V

Current 5.5 A ± 10% 5.5 A ± 10%

Max. Power 66 W ± 10% 132 W ± 10%

Flow Rate 3000 LPH 3500 LPH

Pressure 7 M 10 M

Inlet Diameter 27 mm 27 mm

Outlet Diameter 27 mm 27 mm

Water Temperature -10 ~ 105 ℃

Ambient Temperature - 10 ~ 85 ℃

Storage Temperature - 10 ~ 85 ℃

Dimensions 154.0 x 114.3 x 127.0 mm

Pump Body Material PPS GF30 + Aluminium

Noise Level < 40 dB

Single / Variable Speed Single Speed / Variable Speed (PWM)

Controller Built-in

Weight about 1.4 kg
*Pump running in withstanding voltage or voltage exceeding range stated above is not recommended. 
   It may cause pump failure.



ELECTRIC  
WATER PUMP Contact

Taiwan YT STABLE TECH. CORP. 
Address: No. 92, Ln. 646, Sec. 3, Jinma Rd, Changhua City, Changhua County, 
               50097 Taiwan (R.O.C) 
TEL: 886-4-7611589 / 886-4-7611696 
FAX: 886-4-7629732 
Website: www.yutai.tw 
E-MAIL: sales@yutai.tw
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China 

Japan 
[HEAD OFFICE]  
1-7-8 Hino, Konan-ku, Yokohama-shi, 
Kanagawa, 234-0051, Japan 
TEL: +81-45-846-6300 /  FAX: +81-45-846-9920  
E-MAIL: machine@tst-japan.com
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